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PROJECT REFERENCE NO. SHEET NO.

SITE 21

W-5601DU 5

NOT TO SCALE

232.23 C.Y.

EARTHWORK LOCATION
EXCAVATION

UNCLASSIFIED
UNDERCUT EMBT+% BORROW WASTE

SITE 21 (144+53 to 145+80) LEFT

APPROXIMATELY 300 LF
TEMPORARY SILT FENCE

12" WATTLES W/PAM

APPROXIMATELY .04 ACRES
SEEDING AND MULCHING

A
A

INSIDE DIAMETER
PROPOSED 30" PIPE LINER

  (A-A)
INLET VIEW

3' x 3'  RCBC
EXISTING 

PROJECT BEGIN S21B STA 145+80

PROJECT END S21E STA 144+53

1955 SQUARE FEET.
FOR THIS SITE. APPROXIMATELY
MATTING WILL BE REQUIRED

MUST BE INSTALLED IN ALL SILT FENCES
LOW POINT AND OPEN END MEASURES 

EOP
EOP
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SEE DETAIL SHEET 5-A.
CONSTRUCT 8' SHOULDER
EXTENDED 10' ALSO 
NOTE: EXISTING PIPE TO BE 

(APPROXIMATELY 4.46 CY)
OPERATIONS
COMPLETE FLOWABLE FILL 

  INSTALLING THE LINER IN THE RCBC.
5)THREAD THE WATER DIVERTER PIPE THROUGH THE LINER BEFORE

4)ALLOW INLET AND OUTLET ENDS OF RCBC TO DRY OUT.

  CONSTRUCTION AREA.
  FROM OUTLET END TO PREVENT WATER FROM BACKING UP INTO   
  THE DIVERTER PIPE IS LONG ENOUGH TO BRING WATER AWAY
3)PUMP DIVERTED WATER THROUGH EXISTING RCBC MAKING SURE

2)SEE SPECIAL PROVISION FOR PUMP AROUND OPERATIONS.

1)INSTALL AN IMPERVIOUS DIKE AT THE INLET END.



US 276 TO BREVARD US 276 TO SOUTH CAROLINA

BM 1000' ELEV.

STA. 145+80 STA. 144+53

PROJECT REFERENCE NO. SHEET NO.

W-5601DU 5-A

NOT TO SCALE

1:
1

CL

4'3'

26.75'

SITE 21 

DETAIL SHEET
A

A

ELEVATION VIEW

THE EXISTING SLOPE
BACKFILL SITE TO MATCH 

A A

BORROW MATERIAL (232.23 CY)
BACKFILL WITH APPROVED 

BACKFILL
SHOULDER

SLOPE
BACKFILL

CULVERT DIVERSION OPERATIONS
SEE SHEET 5-B FOR DETAILS OF
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3.67' 2.40'

13.25'

EOP EOP

(4.05 TONS)
RIP RAP, CLASS I

(12.72 TONS)
FOUNDATION CONDITIONING MATERIAL 
#78 STONE AS
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FACE OF INLET FROM THE OUTLET END
INSTALL 30" HDPE SLIP LINE PIPE TO THE 

PROJECT REFERENCE NO.

W-5601DU

SHEET NO.

5-B

SITE 21 

DETAIL SHEET

IMPERVIOUS DIKE

FLOW

APPROXIMATELY 300 LF
TEMPORARY SILT FENCE

12" WATTLES W/PAM

12" WATTLES W/PAM

MUST BE INSTALLED IN ALL SILT FENCES
OPEN END AND LOW POINT MEASURES

TOP OF BANK

TOP OF BANK

FILL SLOPE
BACKFILL
SHOULDER

BACKFILL
SHOULDER

NOT TO SCALE
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TYPICAL PLAN VIEW
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FILL SLOPE

COVERED WITH RIP RAP
EXPOSED PIPE LINER TO BE 



W-5601DU

PROJECT REFERENCE NO. SHEET NO.

5-C

SITE 21 

DETAIL SHEET
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PROJECT REFERENCE NO. SHEET NO.

SITE 21B

W-5601DU 6

NOT TO SCALE

STA. 142+56
BEGIN SHOULDER CONSTRUCTION

STA 143+98
END SHOULDER CONSTRUCTION SEE DETAIL SHEET 21B

ON 3:1  SLOPE BETWEEN DRIVEWAYS,
NOTE: CONSTRUCT 8FT SHOULDER

EARTHWORK LOCATION

SITE 21B (142+56 to 143+98) LEFT

EXCAVATION

UNCLASSIFIED
UNDERCUT EMBT+% BORROW

238.30 C.Y.

WASTE

RESET MAILBOX
REMOVE AND 

WILL BE ACCOMPLISHED BY OTHERS.
ANY RELOCATION OF EXISTING UTILITIES

APPROXIMATELY 200 LF
TEMPORARY SILT FENCE

(3) TREES
SELECT TREE REMOVAL APPROXIMATELY .06 ACRES

SEEDING AND MULCHING

2911 SQUARE FEET.
FOR THIS SITE. APPROXIMATELY
MATTING WILL BE REQUIRED

REDLUOHS GNITSIXE

POE

POE

MUST BE INSTALLED IN ALL SILT FENCES
OPEN END AND LOW POINT MEASURES 
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W-5601DU

PROJECT REFERENCE NO. SHEET NO.

SITE 21B

NOT TO SCALE

C
L

ROAD

A

A

PLAN VIEW
NOT TO SCALE

NOT TO SCALE

IMAGE VIEW
NOT TO SCALE

6-A

DETAIL SHEET

SECTION A-A

8'

3:1

EXISTING SHOULDER
SQUARE FEET OF MATTING
APPROXIMATELY 3692 
THIS SITE WILL REQUIRE

APPROVED BORROW MATERIAL 
BACKFILL WITH (238.30 CY) 

LINEAR FEET OF SILT FENCE
APPROXIMATELY 200 
THIS SITE WILL REQUIRE
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PROJECT REFERENCE NO. SHEET NO.

SITE 29

W-5601DU 7

NOT TO SCALE

EARTHWORK LOCATION

SITE 29 (392+40 to 394+55) RIGHT

EXCAVATION

UNCLASSIFIED
UNDERCUT EMBT+% BORROW

2254.20 C.Y.

WASTE

 CONDITIONING MATERIAL: APPROXIMATELY 10 TONS
-USE 78 CLEAN STONE AS FOUNDATION 

-BUILD 18" PIPE COLLAR

-BUILD 8' SHOULDERS WITH A 2:1 FILL SLOPE

PROJECT END S29E STA 394+55

PROJECT BEGIN S29B STA 392+40

-BUILD 18" PIPE COLLAR

-BUILD 8' SHOULDERS WITH A 2:1 FILL SLOPE
 
-BACKFILL AT THIS SITE: APPROXIMATELY 2254.20 CY

APPROXIMATELY 0.08 ACR
SEEDING AND MULCHING 

-EXTEND WITH 18" RCP CLASS III

-EXTEND WITH 18" RCP CLASS III

3015 SQUARE FEET.
FOR THIS SITE. APPROXIMATELY
MATTING WILL BE REQUIRED

SEE DETAIL SHEET 7-A
WITH INVERT AT APPROX. 5' FROM ROAD SURFACE,
EXISTING BURIED 18" RCP WITH 1' X 5' HEADWALL

SEE DETAIL SHEET 7-A
WITH INVERT AT APPROX. 8' FROM ROAD SURFACE,
EXISTING BURIED 18" RCP WITH 1' X 5' HEADWALL

10
/2

3
/2

0
17



A

A

PLAN VIEW
NOT TO SCALE

W-5601DU

PROJECT REFERENCE NO. SHEET NO.

SITE 29

NOT TO SCALE

B

B

7-A

NORTH PIT

SOUTH PIT

DETAIL SHEET

2:1

2:1

CL

CL

NORTH PIT
SECTION A-A

SOUTH PIT
SECTION B-B

2'

8'

7.8'

33'

1'

1'

20.5'

9'

30'

APPROX. 8'

APPROX. 5'

2'

8'

21.5'

EOP

EOP

STA. 392+40
BEGIN

STA. 394+55
END

FOUNDATION CONDITIONING MATERIAL

FOUNDATION CONDITIONING MATERIAL

REMOVE HEADWALL

REMOVE HEADWALL APPROX. 21.5' TO MEET 2:1 SLOPE
EXTEND 18" RCP CLASS IV

BORROW MATERIAL
BACKFILL WITH APPROVED 

BORROW MATERIAL
BACKFILL WITH APPROVED

PIPE LOCATION
APPROX. EXISTING

PIPE LOCATION
APPROX. EXISTING
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APPROX. 20.5' TO MEET 2:1 SLOPE
EXTEND 18" RCP  CLASS IV
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